
.040

.051

.064

.081

.102

.129

.162

.204

.258

.146

.184

.232

.292

.332

.373

.419

.470

.528

.575

.681

.813

  4.9

  7.8

  12.4

  19.8

  31.4

50.

  79.4

126.3

200.9

51.

  80.9

129.

205.

259.

326.

411.

518.

653.

772.

1080. 

1542. 

 

18

16

14

12

10

8

6

4

2

8

6

4

2

1

1/0

2/0

3/0

4/0

250

350

500

Bare Copper Wire

6218

6216

6214

6212

6210

6208

6206

6204

6202

6308

6306

6304

6302

6301

6351

6352

6353

6354

6355

6357

6360

Product
Number

AWG
Size

Stranding Put Up
Feet

Nominal
O.D.

WT
M/FT

Application
Bare copper is used as tracer wire, overhead 
transmission and as grounding wire in 
residential and commercial wiring.

Specification
Electrolytically refined to a purity of 99.9% 
copper.   Conforming to International 
Annealed Copper Strandard (I.A.C.S.), 
I.C.E.A. and ASTM B-3, B-8 and B-33 
specifications.
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Solid

Solid

Solid

Solid

Solid

Solid

Solid

Solid

Solid

  7

  7

  7

  7
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19

19

19
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37

37
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2500
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500
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125
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250
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ARIZONA ELECTRICAL FABRICATORS, INC.
2119 W. Portland, Phoenix, AZ 85009  (602) 253-1141    FAX (602) 254-6012


