Irrigation Control

UL Type Golf Course Sprinkler Wire

600 Volts Polyethylene Insulation

Product AWG Insulation Nominal 30°C WT

Number Size Stranding Wall 0.D. AMPS M/FT
1218 18 Solid 045 130 6 13
1216 16 Solid .045 141 8 18
1214 14 Solid .045 154 15 25
1212 12 Solid .045 170 20 34
1210 10 Solid .045 .190 30 43
1280 8 Solid .045 225 40 5
1380 8 7 .045 240 40 7o

Application Construction

For use as direct burial in residential,
commercial or agricultural applications
where resistance to alkalis, chemicals, acids
and fertilizers is needed. These cables are
non-corroding, sunlight resistant and are
more suitable when low loss performance
is required.

Temperature
75°C

Voltage
600 volts

Environmental Exposure Tests
Cables pass fertilizer cycling and herbicide
cycling exposure to ultraviolet light and water
spray for 360 hours.

w NP

Solid or stranded bare annealed copper, with
75° C low density, non-linear polyethylene
insulation. Conforming to UL 493, UL 83 and
UL 1581 physical and electrical standards.

Put Up
#18 thru #10 - Put up on 500 ft., 2500 ft.
spools. #8 - Cut to order.

Colors Available
Golf course sprinkler systems wire is
available in 12 colors - Red, Black, White,
Green, Brown, Blue, Orange, Yellow,
Purple, Gray, Pink and Tan. (Striped col-
ors available upon request.)
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