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PRODUCT
NUMBER

AWG
SIZE

PAIR
COUNT

SHIELD JACKET O.D.

4038-3DB 19 3 8 MIL .065 .480 105

4038-6DB 19 6 8 MIL .065 .520 130

4038-12DB 19 12 8 MIL .065 .650 225

4038-25DB 19 25 8 MIL .065 .820 385

MaxiCom Communications Cable
Direct Burial

Application
	 These cables are designed for direct burial or
	 underground installation in duct.

Temperature
	 -40oC to +90oC

Construction
	 Solid annealed uncoated copper conforming to
	 ASTM B-3, insulated with expanded polyolefin 	
	 surrounded by solid polymer to ensure low loss 	
	 long transmission capability.

Pairs
	 Individually insulated conductors are twisted into 	
	 pairs to ensure field cancellations and prevent 	
	 coupling, then wrapped in non-hygroscopic tape.

Filling Compound
	 Cable assembly is flooded to prevent 		
	 condensation and moisture capillary migration.

Shielding
	 8 mil corrugated aluminum coated on both sides 	
	 with a copolymer film for moisture protection.

Jacket
	 Sunlight and moisture resistant HMW 		
	 polyethylene conforming to ASTM D412

Color Code
	 Band marked matching pairs

Put Up
	 1,000 ft. or 2,500 ft. reels

Cable Characteristics
*AVERAGE MUTUAL CAPACITANCE 8.3 PF/FT
*ATTENUATION IN DB/MILE@150KhZ   7.1
*DC RESISTANCE       8.05 OHMS M/FT
*INSUL RESIS IN MEGOHM-MILE      1000

SPECIFICATION REA PE-89


